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1.  Originator 
 
Brad Koenig 

2.  Log Date: 
      
10/5/04 

3.  CCR #: 
     
04-0519 

4. Rev: 
   

— 

5.  Tel: 
 
301/925-0581 

6. Rm #:  
 
1146D 

7. Org. 
 
SE 

8. CCR Title: Install and test AMASS 5.3.3 fixes 
 

9. Originator Signature/Date 
  
Bradley S. Koenig     /s/     10/5/04          

10.   Class  
     

IN 

11.  Type:    

CCR  
  

12. Need Date: 10/5/04  
 

13.  CCR Sponsor Signature/Date 
 
Pamela Johnson     /s/     10/05/04 

14.  Category of Change:  
Update ECS/EMD Baseline Doc

15.  Priority: (If “Emergency” 
fill in Block 27).   
Emergency 

16. Documentation/Drawings Impacted (Review and submit 
checklist): 
None -  we are not documenting COTS to the daemon level 

17. Schedule 
Impact: 
      

18.   CI(s) Affected:DSS 

19.  Release Affected by this Change:  
NA 

20. Date due to Customer: 
                  

21.  Estimated Cost:     
None - Under 100K  

22. Source Reference:       NCR (attach)      Action Item    Tech Ref.   GSFC    Other: 
ECSed40785 

23.   Problem:  (use additional Sheets if necessary) 
Under load, AMASS and ACSLS are getting out of sync which is causing AMASS hangs. 

24.  Proposed Solution:  (use additional sheets if necessary) 
ADIC has provided diagnostic replacement  "ssid" and "libsched" binaries which need to be tested in the PVC before they may be 
released to the DAACs. ADIC has also provided a new comand timeout feature which will be implemented via new environmental 
variables flat file "/usr/amass/etc/amass.rc".See "additional sheet" for instructions. 
Cksum info:3546440848 6932480 amassfix.tar.  

25.  Alternate Solution:  (use additional sheets if necessary) 
  N/A 

26.  Consequences if Change(s) are not approved:  (use additional sheets if necessary) 
Continued AMASS hangs at the DAACs causing production outages. 

27.  Justification for Emergency (If Block 15 is “Emergency”): 
The number of hangs has increased dramatically. A resolution is needed as soon as possible.  

28.  Site(s) Affected: EDF    PVC    VATC   EDC        GSFC  LaRC    NSIDC    SMC   AK   JPL    
                                       EOC     IDG Test Cell     Other        
29. Board Comments: 30.  Work Assigned To: 31.  CCR Closed Date: 

32.  SCDV CCB Chair (Sign/Date): 
Byron V. Peters     /s/     10/5/04 

  Disposition:  Approved   App/Com.   Disapproved   Withdraw   Fwd/ESDIS ERB  

                         Fwd/ECS    
33.  EDF CCB Chair (Sign/Date):   Disposition:  Approved   App/Com.    Disapproved   Withdraw  Fwd/ESDIS ERB 

                         Fwd/ECS       

34.  ECS CCB Chair (Sign/Date): 
 
 

Disposition:   Approved   App/Com.     Disapproved   Withdraw   Fwd/ESDIS ERB 

                        Fwd/ESDIS 

CM01JA00 Revised 10/2/03 ECS/EDF/SCDV 
 



 

ADDITIONAL SHEET  
 
 
CCR #:   04-0519     Rev:  —   Originator:  Brad Koenig  
 
Telephone: 301/925-0581         Office:  1046D 
 
Title of Change:  Install and test AMASS 5.3.3 fixes 
 
 
Make the following changes to both p0drg01 and p0drg04 
1. Login as root 
2. Copy the amassfix.tar file to /var/tmp 
3. Change directory to the /var/tmp directory 
4. Explode the tar file using the command: 
      # tar xvf amassfix.tar 
5. Quiese all AMASS activity 
6. When activity has ceased, stop AMASS and the ssi daemons using the commands: 
    # /usr/amass/tools/killdaemons -F 
(on p0drg04:) 
    # /etc/init.d/stk_1 stop 
    # /etc/init.d/stk_2 stop 
    # /etc/init.d/stk_3 stop 
    # /etc/init.d/stk_4 stop 
(on p0drg01:) 
    # /etc/init.d/stk_1 stop 
    # /etc/init.d/stk_2 stop 
    # /etc/init.d/stk_3 stop 
7. Change directory to /usr/amass/daemons 
8. Rename the old files using the commands: 
     # mv libsched libsched.533.prefix 
9. Copy the new file using the command: 
    # cp /var/tmp/amass/libsched . 
10. Change directory to /usr/bin 
11. Copy the old daemon files to backups. On p0drg04, do: 
    # mv /usr/bin/ssi_daemon_1 /usr/bin/ssi_daemon_1.prefix 
    # mv /usr/bin/ssi_daemon_2 /usr/bin/ssi_daemon_2.prefix 
    # mv /usr/bin/ssi_daemon_3  /usr/bin/ssi_daemon_3.prefix 
    # mv /usr/bin/ssi_daemon_4 /usr/bin/ssi_daemon_4.prefix 
On p0drg01, do: 
    # mv /usr/bin/ssi_daemon_1 /usr/bin/ssi_daemon_1.prefix 
    # mv /usr/bin/ssi_daemon_2 /usr/bin/ssi_daemon_2.prefix 
    # mv /usr/bin/ssi_daemon_3  /usr/bin/ssi_daemon_3.prefix 
12. Copy the new daemon using the commands: 
(on p0drg04:) 
    # cp /var/tmp/amass/ssi_daemon_ ssi_daemon_1 
    # cp /var/tmp/amass/ssi_daemon_ ssi_daemon_2 
    # cp /var/tmp/amass/ssi_daemon_ ssi_daemon_3 
    # cp /var/tmp/amass/ssi_daemon_ ssi_daemon_4 
(on p0drg01:) 
    # cp /var/tmp/amass/ssi_daemon_ ssi_daemon_1 
    # cp /var/tmp/amass/ssi_daemon_ ssi_daemon_2 
    # cp /var/tmp/amass/ssi_daemon_ ssi_daemon_3 
13. Startup the stk daemons and verify they start using the commands 
(p0drg04:) 
    # /etc/init.d/stk_1 start 
    # /etc/init.d/stk_2 start 
    # /etc/init.d/stk_3 start 
    # /etc/init.d/stk_4 start 
    # ps -ef | grep ssi 
(on p0drg01:) 
    # /etc/init.d/stk_1 start 
    # /etc/init.d/stk_2 start 
    # /etc/init.d/stk_3 start 
    # ps -ef | grep ssi 



  
 
14. Set up new command timeout feature using amass.rc file. 
(on p0drg01:) 
    # cd /usr/amass 
    # mkdir etc 
    # chown amass:amass etc 
    # chmod 755 etc 
    # cd etc 
    # cp /var/tmp/amass/amass.rc amass.rc 
    # chown amass:amass amass.rc 
    # chmod 755 amass.rc 
(on p0drg04:) 
    # cd /usr/amass 
    # mkdir etc 
    # chown amass:amass etc 
    # chmod 755 etc 
    # cd etc 
    # cp /var/tmp/amass/amass.rc amass.rc 
    # chown amass:amass amass.rc 
    # chmod 755 amass.rc 
15. If there is enough time, before starting AMASS, test it using the command: 
    # /usr/amass/tools/install_tests 
16. Startup AMASS using the command: 
    #/usr/amass/tools/amass_start 
17. Delete the installation files using the commands: 
    # rm /var/tmp/amassfix.tar /var/tmp/amass 
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